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Poles. Superbly Constructed,
Smartly Engineered.
• Pole tube assembly is reinforced at the base to a
thickness of .170, creating massive strength
where it’s needed with little increase in weight.

• Steel/black pole is heavy-gauge .050 steel with
baked powder coating...made thicker than
necessary, virtually indestructible, resists denting.

• Highly durable 13 3/4" diameter cast iron base. All
bases include a steel base cover.

• Base is locked to the pole using a heavy-duty
bolt with stress-relieved head and lock washer,
preventing the base from loosening and rocking.

• The GuideLines® pole base is lighter and wider
than the competition’s, which means lower
shipping costs, easier positioning and greater
stability.

• All bases have a full rubber ring standard at no
extra charge...the rubber ring holds the base in
position and will not mar floor surfaces. Another
example of the high quality construction that
goes into GuideLines® products.

• Pole is 2 1/2" diameter, overall height is 40", weight
is 21 lbs.

• Poles come with lifetime limited warranty.

Belts. Easy To Use, Tamper-Proof, Durable.
•GuideLines® belt and poles will interconnect
with other leading brand products.

• Innovative cassette, a standard GuideLines®
feature. To connect the belt to the next pole,
simply slide on...then simply press down to lock
the connection.

• Every cassette has 4-way design for connecting
up to 4 poles.

• Cassette system is easy to replace if
necessary and belts are simple to change.

• Retraction system controls retraction speed
at a safe level.

• Each belt is made of sturdy seatbelt-type
material...guaranteed against failure; will
outlast other materials currently being used
in lesser-quality crowd control systems.

• Top plate on cassette can be
personalized/customized with company name,
trademark, slogan, etc. (inquire for details).

• Belts extend to 7 1/2 feet.

For more information visit www.internationalpatterns.com

GuideLines
Pole and Belt Systems

WALL MOUNT COMPONENTS LIST
MODEL NO. STYLE PRICE

GL-WB-BLK-BLK WALL BRACKET W/BELT 133.29
GL-BWP WALL BRACKET 40.00
GL-RWP-02 GOLD WALL HOOK 50.00
GL-RWP-04 SILVER WALL HOOK 50.00

GL-BWPGL-WB-BLK-BLK

GUIDELINES BELT SYSTEM POLES SINGLE CASE CASE LIST
MODEL NO. STYLE HEIGHT WEIGHT CUBES CASE PACK WEIGHT CUBES PRICE

GL-PB-01-_ _ _ BLACK 40" 15LBS O/S* .51 2 30LBS .84 210.53
GL-PB-02-_ _ _ BRASS 40" 15LBS O/S* .51 2 30LBS .84 269.01
GL-PB-03-_ _ _ BRUSH STAINLESS 40" 15LBS O/S* .51 2 30LBS .84 222.22
GL-PB-04-_ _ _ CHROME 40” 15LBS O/S* .51 2 30LBS .84 222.22

GL-RWP-02

GL-RWP-04

*Code to be completed with belt color, see next page

Wall Mounts
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• GuideLines® belts are available for shipment in 8 standard colors, however, you can special-order
almost any color you desire.

• We can also custom-imprint name, logos, trademarks, etc. (inquire for details).

BKG

*Select belt code below to
complete code

BLK BLU GRY RED BRG

CHROME FINISH
GL-PB-04-_ _ _ *

BLACK FINISH
GL-PB-01-_ _ _ *

BRASS FINISH
GL-PB-02-_ _ _ *

BRUSH STAINLESS
GL-PB-03-_ _ _ *

WHT BRS

Pole And Base Finishes
All GuideLines® finishes are designed to exceed industry standards for performance and durability.

Permanent Brass Finish
• Stainless steel strength with application of
beautiful brass finish; provides warmth of
brass with carefree life of stainless.

• Impervious to rust and tarnishing.

Black Finish
• Baked finish, highly resistant to scratching
and marring.

Belt Colors

GuideLines
Pole And Belt Systems

Chrome Finish
• Polished stainless steel, includes stainless
base plate.

• Specially polished to a bright finish...with
superior durability.

• Guaranteed against peeling, chipping, rusting.

Brushed Stainless Finish
• Trendy look, plus the carefree benefits of
stainless steel.

• Hand-applied brush metal finish.

Phone: (800) 435-9559 Fax: (631) 952-7602
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Pole Finishes
• All GuideLines® finishes are designed to exceed
industry standards for performance and durability.

• All poles are 2 1/2" diameter, 42 1/2" overall,
weight 21 lbs.

Black Pole and Base
• Baked finish, highly resistant to scratching
and marring.

Chrome Pole and Base
• Polished stainless steel, includes stainless
base plate.

• Specially polished to a bright finish...with
superior durability.

• Guaranteed against peeling, chipping, rusting.

Permanent Brass Finish Pole and Base
• Stainless steel strength with application of
beautiful brass finish; provides warmth of
brass with carefree life of stainless.

• Impervious to rust and tarnishing.

For more information visit www.internationalpatterns.com

GuideLines
Pole And Rope Systems

GuideLines Poles For Rope System
Premium ball top and rubber ring standard, attractive
crown base design.

The True Difference Is Invisible, But
The Quality Is Easy To See.
GuideLines® ropes provide amazing durability,
thanks to their hidden steel chain. At the same
time, our ropes have a decorative outer fabric
that communicates top-of-the-line quality.
• Chain is connected to an end fitting to
further ensure lasting performance

• Foam core surrounding the chain results in
a comfortably soft feel.

GUIDELINES ROPE SYSTEM POLES
SINGLE CASE CASE LIST

MODEL NO. STYLE HEIGHT WEIGHT CUBES CASE PACK WEIGHT CUBES PRICE

GL-PR-01 BLACK 42.5" 15LBS O/S* .51 2 30LBS .84 187.14
GL-PR-02 BRASS 42.5" 15LBS O/S* .51 2 30LBS .84 280.70
GL-PR-04 CHROME 42.5" 15LBS O/S* .51 2 30LBS .84 163.74

BLACK
FINISH

GL-PR-01

BRASS
FINISH

GL-PR-02

CHROME
FINISH

GL-PR-04

Ropes. Premium Quality, Standard Price.
• Here’s why GuideLines® ropes, at our standard price,
are considered premium by other manufacturers.

• Our rope diameter is 1 1/2" for easy handling, safety
and durability...our competitors charge extra for
rope this thick.

• Inside the core of every GuideLines® rope is a steel
chain; the rope will not fail, even in the most
demanding crowd control environments.

• Surrounding the rope’s core is cushy foam, covered
in fine velour for a soft and plush feel.

• Connectors are highly polished with long-life snap
fittings for easy opening and for conveniently
connecting to the large ring on every
GuideLines® pole.

• Connectors are available in 2 finishes: chrome and
brass...see “Pole Finishes” on page 8

• All ropes are custom-made according to length and
color desired.
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GuideLines
Pole And Rope Systems

Rope Colors
• GuideLines® ropes are available for immediate
delivery in black, red or blue; in addition, a rainbow of
the most popular colors is available by special order.

Black BlueRed

Poles. Elegantly Crafted, Incredibly Strong.
•Premium ball top, standard with the GuideLines®
pole and rope system (a custom option with
competitors’ systems); graceful hand-made ball
is connected to the pole with a beautiful
polished base.

•Connector ring is virtually indestructible,
boasting a heavy-duty rolled stamping to create
incredible strength.

•Superbly attractive base features crown design,
standard...adding a charming and refined effect
to the overall look.

•The GuideLines® pole
base is lighter and
wider than the
competition’s, which
means lower shipping
costs, easier
positioning and
greater stability. Plus,
full rubber ring holds
the base firmly in
place and will not mar
floor surfaces.

•GuideLines® poles are
unconditionally
guaranteed.

Rubber ring prevents
floor marring, standard
on all bases.

Rope Fittings
• Available in two
finishes: chrome
and permanent
brass.

• Elegantly crafted
with a look of
distinction to
complement
GuideLines® poles
beautifully. Featuring forged design for maximum
durability. We permanently attached the fittings
assuring proper assembly.

Rope Color & Rope End Finish
1½” rope of fine velour covering a cushy foam with
an interior steel chain, snap rope ends come
complete with end fittings permanently attached.
Choice of rope end fitting comes in your choice of
chrome or brass finish.

ROPE WITH CHROME END FITTINGS - 6 FEET
CASE LIST

MODEL NO. STYLE WEIGHT CASE PACK WEIGHT PRICE

GL-R-04-RED-600 RED 3LBS O/S* 1 49LBS 14.50/FT
GL-R-04-BLK-600 BLACK 3LBS O/S* 1 40LBS 14.50/FT
GL-R-04-BLU-600 BLUE 3LBS O/S* 1 40LBS 14.50/FT

*Code to be completed with footage

Phone: (800) 435-9559 Fax: (631) 952-7602






